Software Upgrading Procedure
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1. How to Download Software
1. You need a PC tool (PCLink.exe) to download software to IRD, please contact your sales to get this tool.
2. Steps to upgrade the Software

2.1 By PC Link 
1. Power off IRD.

2. Plug in a CROSS-OVER type (Pin2 cross-over to Pin 3) RS-232 cable between PC and IRD 

3. Unzip the downloaded software to a directory. Remember the path.

4. Power On IRD. (IRD can not at standby mode)
5. Execute PCLink.exe
· You will get the following menu screen in the PC
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· Select “FDD + Software + UCD” to use software file and upgrade software only.
6. Press “Read Version” button to make sure the connection established between IRD and PC.
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7. Press “Change Directory” button to the path where the software is                      [image: image3.jpg]=B
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8. Select one of above options, and then press, “Upgrade” to upgrade software.

If you need to Upgrade Loader also:

1. Press “Administrator Login” button
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2. Key in Password “newtv”

3. Select “Software + Data + Loader” upgrade software and Loader both.
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4. Select one of above options, and then press, “Upgrade” to upgrade software.
5. When the upgrade is normally processing, “d.000” ( “d.100” ( “- - - -“ ( “F000” ( “F100” ( “Good” will be displayed step by step.

6. Upgrade is successfully completed when “Good” is displayed on the front panel.

2.2 IRD to IRD

1. Connect both IRD by RS232 cable (CROSS-OVER type).

2. Boot the master IRD first by power ON.

3. Power on the slave IRD (to be upgraded).

4. When the “d.000” is displayed on the front panel of the slave IRD, the connection is successful. From this time on, software from master IRD is being transferred to slave IRD automatically. “Good” message will be displayed on the front when the data transfer is successfully completed.

5. Suppose the “d.000” is not displayed on the slave DSR and only “boot” is displayed, please power ON and OFF the slave DSR repeatedly until the “d.000” will be displayed on the slave DSR.

6. Please neglect some error messages like “Err.8”, etc. This is the process of readjusting the transfer speed. Anyhow, when you have “Good” message on the front panel of the slave DSR finally, then the upgrade is successfully completed.
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